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Configuration

1.Access IP address: After setting up network and power, hold the Hangup Touch Key 6
about 5 s, it will announce IP address automatically, press again to stop.

2.Access the Website: Launch a browser and type in the IP address then enter the username
and password to login.(username/password: admin /admin by default)

3.Account Registration: On web Ul, go to the path: Account -> Basic page to fill in the
account information, click Submit to confirm.(Please refer to user manual for more information)

Operation

Make a call:

Enter the callee’s number, then press Call Touch Key%to call. Or directly press the Call

Touch Key % to call out the predefined Short Press Number. Or hold the Call Touch Key

about 2 s to call out the predefined Long Press Number. Press Hangup Touch Key

™ to hang up.

(Note: The short/long press number need to be setup in the web in advance.)

Receive a call:

Press flashing Call Touch Key% to pickup the incoming call.

Unlock:

Press Unlock Touch Key ﬁ] to unlock the local door.

DND And Mute:

Press DND Touch Key @ to reject the call. And press mute Touch Key @ to mute the mic.

Notice Information

Akuvox C312X firmware contains third-party open source software under the terms of the GNU General Public
License(GPL). Akuvox is committed to meeting the requirements of the GNU General Public License (GPL) and will
make all required source code available.

The source code of software under the terms of GNU GPL can be downloaded online: http://www.akuvox.com/gpl.
Information contained in this document is believed to be accurate and reliable at the time of printing. This document is

subject to change without notice, any update to this document can be viewed on Akuvox’ s website:
http://www.akuvox.com © Copyright 2019 Akuvox Ltd. All rights reserved.
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